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PREFACE 


This  report  is  prepared  under  guidance  contained  in  the  Recommended  Guidelines 
for  Safety  Inspection  of  Dams,  for  Phase  I  investigations*  Copies  of  these 
guidelines  may  be  obtained  from  the  Office  of  Chief  of  Engineers,  Washington, 
D.C.  20314.  The  purpose  of  a  Phase  I  investigation  is  to  identify  expedi¬ 
tiously  those  dams  which  may  pose  hazards  to  human  life  or  property.  The 
assessment  of  the  general  condition  of  the  dam  is  based  upon  available  data 
and  visual  inspections.  Detailed  investigation  and  analyses  involving 
topographic  mapping,  subsurface  investigations,  testing,  and  detailed 
computational  evaluations  are  beyond  the  scope  of  a  Phase  I  investigation; 
however,  the  investigation  is  intended  to  identify  any  need  for  such  studies. 

In  reviewing  this  report,  it  should  be  realized  that  the  reported  condition  of 
the  dam  is  based  on  observations  of  field  conditions  at  the  time  of  inspection 
along  with  data  available  to  the  inspection  team. 

It  is  important  to  note  that  the  condition  of  a  dam  depends  on  nunerous  and 
constantly  changing  internal  and  external  conditions,  and  is  evolutionary  in 
nature.  It  would  be  incorrect  to  assume  that  the  present  condition  of  the 
dam  will  continue  to  represent  the  condition  of  the  dam  at  some  point  in  the 
future.  Only  through  frequent  inspections  can  unsafe  conditions  be  detected 
and  only  through  continued  care  and  maintenance  can  these  conditions  be 
prevented  or  corrected. 

Phase  I  inspections  are  not  intended  to  provide  detailed  hydrologic  and 
hydraulic  analyses.  In  accordance  with  the  established  guidelines,  the 
spillway  design  flood  Is  based  on  the  estimated  "Probable  Maximum  Flood"  for 
the  region  (greatest  reasonably  possible  storm  runoff),  or  fractions 
thereof.  The  spillway  design  flood  provides  a  measure  of  relative  spillway 
capacity  and  serves  as  an  aid  in  determining  the  need  for  more  detailed 
hydrologic  and  hydraulic  studies,  considering  the  size  of  the  dam,  its  general 
condition,  and  the  downstream  damage  potential. 
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PHASE  I  INSPECTION  REPORT 
NATIONAL  DAM  INSPECTION  PROGRAM 


BRIEF  ASSESSMENT  OF  GENERAL  CONDITION 
AND 

RECOMMENDED  ACTION 


Name  of  Dam* 


Quakake  Dam 
NDI  No.  PA  00613 
DER  No.  13-11 


Size : 


Small  (15  feet  high;  140  acre-feet) 


Hazard  Classification: 
Owner: 


Stated  Located: 


County  Located: 
Stream: 

Pate  of  Inspection: 


High 

Hazleton  City  Water  Authority 
Hazleton,  Pa. 

Pennsylvania 

Carbon 

Quakake  Creek 

4  December  1980  and  10  March  1981. 


The  visual  inspection  and  review  of  available  design  and  construction  data 
indicate  that  Quakake  Dam  is  in  fair  condition.  The  limited  spillway  capacity 
is  the  primary  deficiency  which  causes  concern  for  the  safety  of  this 
facility*  The  dam  in  its  present  condition  is  considered  to  be  unsafe,  non¬ 
emergency.  In  accordance  with  the  guidelines  provided,  the  spillway  design 
flood  (SDF)  ranges  between  1/2  the  PMF  to  the  full  PMF.  Based  on  the  size  of 
dam,  the  SDF  selected  was  1/2  the  PMF. 


The  hydrologic  and  hydraulic  computations  indicate  that  the  combination  of 
reservoir  storage  and  spillway  discharge  capacity  will  pass  only  9%  of  the  PMF 
prior  to  overtopping  the  embankment.  Overtopping  the  dam  could  cause  failure, 
which  would  lead  to  a  significant  increase  in  downstream  loss  of  life  and 
property  damage.  Therefore,  the  spillway  for  Quakake  Dam  is  considered  to  be 
seriously  inadequate. 
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QUAKAKE  DAM 


The  following  measures  are  recommended  for  immediate  action: 

1.  The  owner  should  immediately  retain  a  qualified  professional  engineer, 
experienced  in  dam  design  and  construction,  to  perform  detailed  hydrologic  and 
hydraulic  studies  to  determine  remedial  measures  necessary  for  providing 
adequate  spillway  capacity  for  this  facility. 

2.  It  should  be  assured  that  the  corewall  is  adequately  backfilled  to 
prevent  seepage  from  developing  as  a  result  of  the  recent  construction.  In 
addition,  the  cracks  in  the  corewall  to  the  left  of  the  spillway  should  be 
repaired. 

3.  The  low  area  adjacent  to  the  right  spillway  abutment  should  be 
properly  backfilled. 

4.  Trees  and  brush  should  be  cleared  from  the  embankment. 

5.  The  deteriorated  concrete  of  the  spillway  walls  should  be  repaired. 

6.  A  formal  surveillance  and  downstream  emergency  warning  system  should 
be  developed  for  use  during  periods  of  heavy  or  prolonged  precipitation. 
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QUAKAKE  DAM 


7.  An  operation  and  maintenance  manual  or  plan  should  be  prepared  for  use 
as  a  guide  in  the  operation  and  maintenance  of  the  dam  during  normal  and 
emergency  conditions. 

8.  A  schedule  of  regular  inspection  by  a  qualified  engineer  should  be 
developed. 


APPROVED  BY: 

DEPARTMENT  OF  THE  ARMY 

BALTIMORE  DISTRICT,  CORPS  OF  ENGINEERS 


IQ  IA  Aju  d  I 


DAM 


OVERVIEW 


SECTION  1 


PROJECT  INFORMATION 


1.1  General 


a.  Authority.  The  Dam  Inspection  Act,  Public  Law  92-367,  authorized  the 
Secretary  of  the  Army,  through  the  Corps  of  Engineers,  to  initiate  a  program 
of  inspection  of  non-federal  dams  throughout  the  United  States. 

b.  Purpose.  The  purpose  of  this  inspection  is  to  determine  if  the  dam 
constitutes  a  hazard  to  human  life  and  property. 

1.2  Description  of  Project. 

a.  Description  of  Dam  and  Appurtenances.  Quakake  Dam  is  an  earthfill 
structure  with  concrete  corewall  approximately  15  feet  high  and  655  feet  in 
length  (including  spillway).  The  embankment  crest  originally  served  as  a 
railroad  bed,  which  is  now  inactive.  The  40  foot  wide  spillway  is  an 
uncontrolled  ogee  weir  located  near  the  center  of  the  dam.  The  outlet  works 
consist  of  a  36  inch  diameter  conduit  through  the  center  of  the  spillway  weir 
and  a  30  inch  water  supply  line  which  has  an  intake  structure  located  near  the 
left  abutment.  The  36  inch  conduit  is  controlled  by  a  slide  gate  mechanism 
located  on  the  upstream  face  of  the  spillway  weir. 


( 


NOTE:  All  elevations  in  this  report  are  referenced  to  U.S.G.S.  Plaque  -  27  E.W.S 
(1942),  elevation  1110.41.  This  plaque  is  located  on  the  left  spillway 


wall, 

b.  Location:  Packer  Township,  Carbon  County,  Pennsylvania 

U.S.G.S.  Quadrangle  -  Weatherly,  Pa. 

Latitude  40°  54.9’;  Longitude  75°  51.6’ 

Refer  to  Plates  E-I  and  E-II. 

c.  Size  Classification:  Small:  Height  -  15  feet,  Storage  -  140  acre-feet. 

d.  Hazard  Classification:  High  (Refer  to  Section  3.1.e) 

e.  Ownership :  Hazleton  City  Water  Authority 

Mr.  Robert  Zientek,  Manager 
231  S.  Wyoming  St. 

Hazleton,  Pa.  18201 

f.  Purpose:  Water  Supply. 

g.  Design  and  Construction  History:  No  design  or  construction 
information  is  known  to  exist  for  the  original  dam  construction.  The  dam  was 
apparently  built  around  1897.  Several  drawings  of  the  dam  are  a/ailable  which 
provide  general  details  of  the  existing  facility  (See  App.  E). 
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A  new  combined  water  supply  intake  and  outlet  works  structure  was 
under  construction  at  the  time  of  inspection.  Drawings  showing  this  work  are 
also  included  in  Appendix  E* 

h.  Normal  Operating  Procedure.  The  reservoir  is  normally  maintained  at 
the  crest  of  the  ogee  spillway.  Inflow  which  exceeds  the  water  supply  draft 
flows  over  the  spillway  weir.  The  owner* s  representative  stated  that  the 
Delaware  Water  Authority  requires  that  a  minimum  flow  of  1  million  gallons/day 
be  maintained  at  all  times  on  Quakake  Creek  downstream  of  the  dam. 


3.  Pertinent  Data. 


a.  Drainage  Area  (square  miles) 


From  files:  16.3 

Computed  for  this  report  17.2 

Use:  17.2 

b.  Discharge  at  Damsite  (cubic  feet  per  second) 

Maximum  known  flood  unknown 

Outlet  works  with  maximum  pool  (El. 1111.0)  85 

Spillway  with  maximum  pool  (51.1111.0)  1430 

c.  Elevations  (feet  above  mean  sea  level) 

Top  of  Dam 

Design  1112.0 

Existing  1111.0 

Normal  pool  (Spillway  Crest)  1106.2 

Spillway  Crest 

Design  1107.5 

Existing  1106.2 

Outlet  Works 
Old 

Upstream  Invert  1100.8 

Downstream  Invert  1100.7 

New  (under  construction  -  multilevel  intake) 

Upstream  Drawdown  invert  1098.0 

Downstream  Invert  1097.91 

Streambed  Invert  1096.0 
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d. 

Reservoir  Length  (feet)  • 

Normal  pool  (El. 1106.2) 

1100 

Maximum  pool  (El. 1111.0) 

1200 

e. 

Storage  (acre-feet) 

Normal  pool  (El. 1106.2) 

65 

Maximum  pool  (El. 1111.0) 

140 

f . 

Reservoir  Surface  (acres) 

Normal  pool  (El. 1106.2) 

13 

Maximum  pool  (El. 1111.0) 

20.5 

g.  Dam 


Note:  Refer  to  plates  in  Appendix  E  for  plans  and  sections. 
Type 


Length 
Top  Width 
Height 
Side  Slopes 


Upstream 

Downstream 


Zoning 
Cutoff 
Grouting 
h.  Outlet  Works. 


Old 


Type 

Closure 


earthfill  structure  w/concrete 
corewall,  covered  with  cinders 

655  feet  including  spillway 

30  feet. 

15  feet. 

varies,  1.3H:1V  to  2H:1V 
varies,  1.3H:1V  to  2H:1V 

earthfill  w/conc.  corewall 

18  inch  corewall 

None 


36  inch  diameter  conduit  through 
spillway  weir 

36  inch  slide  gate  on  upstream 
side  of  weir 


f 

i 

i 
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New  (under  construction)- 

TyPe 

Closure 

Spillway 

Type 

Location 

Length 

Crest  Elevation 
Freeboard 
Approach  Channel 
Downstream  Channel 


multilevel  intake,  with  2-30 
inch  diameter  pipes 

30  inch  slide  gates,  upstream 

ogee  crest  weir  with  steel  cap 

center  of  dam 

40  feet 

1106.2  M.S.L 

4.8  feet 

reservoir 

earth  &  rockfill 


•  SECTION  2 


ENGINEERING  DATA 


2. 1  Design* 

The  available  data  for  Quakake  Dam  consist  of  files  provided  by 
PennDER.  Information  available  includes  a  permit  application  report  with  a 
general  description  of  the  proposed  design,  PennDER  inspection  reports, 
various  related  correspondence,  and  line  drawings  dated  1915  showing  a  cross- 
section,  general  plan,  and  longitudinal  section  of  the  dam.  Plans  are  also 
available  for  the  modifications  currently  underway  to  the  dam’s  water  supply 
intake  system. 

2.2  Construction. 


No  information  relative  to  the  construction  of  the  dam  is  known  to  exist. 

The  only  known  post-construction  changes  are  those  presently  being  made 
to  the  water  supply  intake  system.  The  owner’s  representative  (Mr.  Robert 
Zientek)  stated  that  some  repairs  to  the  corewall  were  made  after  storm  damage 
in  1955. 
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2*3  Operation 


No  formal  records  of  operation  or  maintenance  are  known  to  exist*  Mr. 
Zientek  stated  that  there  is  a  resident  pump  operator  who  has  responsibility 
for  maintenance  of  several  dams  owned  by  the  Authority,  and  who  also  checks 
the  dams  during  high  water  events.  The  outlet  works  is  operated  when 
necessary  to  maintain  the  required  minimum  flow  on  Quakake  Creek  of  1  million 
gallons  per  day.  Mr.  Zientek  also  stated  that,  since  several  of  the  Hazleton 
City  Water  Authority  dams  had  already  been  inspected  under  the  National  Dam 
inspection  program,  emergency  warning  and  operation  plans  were  already  being 
developed  for  all  dams  owned  by  the  Authority,  including  Quakake  Dam.  These 
plans  are  being  developed  by  Westmoreland  Engineering,  Monessen,  Pa. 

The  most  recent  PennDER  inspection  (Aug.  1962)  indicated  that  the  dam  was 
in  satisfactory  condition. 

2.4  Evaluation 


a.  Availability.  All  available  written  information  was  contained  in  the 
permit  files  provided  by  PennDER. 

b.  Adequacy.  The  available  data,  including  that  collected  during  the 
recent  detailed  visual  inspection,  are  considered  to  be  adequate  to  make  a 
reasonable  assessment  of  the  dam. 
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.  SECTION  3 


VISUAL  INSPECTION 


3. 1  Observations. 

a.  General,  The  overall  appearance  and  general  condition  of  the  dam  and 
appurtenances  are  fair.  Noteworthy  deficiencies  are  described  briefly 
below.  The  visual  inspection  checklist,  field  sketch  and  profile  are  provided 
in  Appendix  A.  Photographs  taken  during  the  inspection  are  provided  in 
Appendix  C. 

On  10  March  1981,  a  brief  review  inspection  was  made  in  order  to 
determine  if  any  significant  changes  had  occurred  in  the  structure  since  the 
initial  inspection  of  4  December  1980.  The  changes  that  did  occur  are  noted 
when  appropriate.  The  reservoir  pool  was  essentially  at  spillway  crest  during 
the  initial  inspection  and  approximately  six  inches  above  the  crest  on  the  day 
of  the  review  inspection.  A  representative  of  the  owner  was  interviewed  at 
his  office  in  Hazleton  but  was  not  present  for  the  actual  inspection. 

b.  Embankment.  The  embankment  consists  of  an  abandoned  double  track 
railroad  bed  backed  up  by  an  18  inch  thick  concrete  corewall  with  select 
earthfill  upstream  of  the  corewall.  The  top  of  the  corewall  is  approximately 
two  feet  above  the  embankment  crest.  The  wall  is  in  good  condition  except  for 
an  eroded  depression  at  the  water  line  just  left  of  the  spillway  and  a  large 
vertical  crack  ten  feet  left  of  the  spillway.  The  crack  has  been  noted  In 
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previous  inspections  but  repairs  have  been  minimal  or  nonexistent.  The  eroded 
depression  is  about  4  inches  deep  and  2  feet  in  diameter.  The  apparent  cause 
is  ice  and  debris.  A  30  foot  long  section  of  this  corewall  is  exposed  almost 
down  to  its  base  to  allow  for  the  placement  of  a  new  30  inch  ductile  iron 
water  supply  line  and  a  30  inch  ductile  iron  reservoir  drainline.  On  the  day 
of  the  review  inspection,  the  new  pipes  had  been  extended  through  the  wall  and 
the  cofferdam  area  on  the  upstream  side  had  been  allowed  to  refill  with 
water.  Water  was  seeping  through  the  wall  at  approximately  2  gallons  per 
minute  approximately  six  feet  below  the  upstream  water  surface. 

The  upstream  slope  is  1V:1.3H  to  the  right  of  the  spillway  and  IV: 2H 
to  the  left.  The  upstream  slope  is  protected  with  6  to  8  inch  stone  below  the 
waterline.  Erosion  does  not  appear  to  be  a  problem.  The  crest  width  is  30 
feet.  The  downstream  slope  varies  from  1V:1.5H  to  IV: 2H  to  the  right  of  the 
spillway.  The  slope  left  of  the  spillway  is  irregular  due  to  ongoing 
construction.  The  upstream  face  to  the  right  of  the  spillway  and  the  entire 
downstream  face  are  covered  with  brush  and  trees.  The  trees  on  the  downstream 
slope  range  up  to  30  inches  in  diameter.  There  is  an  eroded  area  on  the 
embankment  crest  and  downstream  slope  just  to  the  right  of  the  spillway. 

c.  Appurtenant  Structures.  New  outlet  works  are  presently  being 
constructed  for  the  dam.  A  new  intake  structure  located  in  the  lake 
approximately  48  feet  upstream  of  the  corewall  is  essentially  complete  except 
for  the  installation  of  hatches  and  a  bridge  from  the  dam.  This  structure 
contains  multi-level  intakes  with  slide  gate  controls.  Two  30  inch  diameter 
ductile  iron  pipes  extend  from  this  structure  through  the  corewall.  One  pipe 
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will  eventually  extend  through  the  left  spillway  wall  downstream  of  the 
weir.  This  outlet  will  be  fitted  with  a  flap  gate  and  will  serve  as  the  pond 
drain.  The  other  pipe  will  be  for  water  supply.  This  new  structure  appeared 
to  be  well  constructed. 

The  current  outlet  works  consists  of  a  36  inch  diameter  conduit 
through  the  center  of  the  spillway  weir  and  a  30  inch  water  supply  line  housed 
in  a  concrete  box  with  trash  screen  located  at  the  left  abutment.  The  water 
supply  line  is  still  operational  and  extends  to  a  pump  house  500  feet  away. 

The  slide  gate  on  the  upstream  face  of  the  weir  is  in  the  closed  position  and 
the  operating  mechanism  appears  inoperable.  A  six  inch  iron  pipe,  which  was 
the  original  water  supply  line,  rises  out  of  the  lake,  extends  over  and  down 
the  face  of  the  weir  and  disappears  into  natural  ground  just  downstream  of  the 
dam.  The  status  of  this  line  is  unknown. 

The  spillway  is  a  40  foot  long  concrete  ogee  section  with  steel 
plates  on  the  crest.  The  concrete  is  in  good  condition.  The  side  walls  are 
large  cut  stone  masonry.  These  walls  orginally  also  served  as  abutments  for  a 
railroad  bridge.  There  is  some  erosion  and  deterioration  of  the  walls  in  the 
vicinity  of  the  flow  line.  Generally,  these  walls  are  in  fair  condition.  The 
discharge  channel  between  these  walls  is  lined  with  large  slabs  of  stone. 

There  does  not  appear  to  be  any  erosion  or  deterioration  of  these  slabs. 

Below  this  point  the  channel  begins  to  narrow  and  is  a  natural  earth  and  rock 
channel.  There  are  no  obstructions  to  flow  either  upstream  or  downstream  of 
the  weir. 
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d.  Reservoir  Area,  The  left  side  of  the  reservoir  area  is  wooded  and 
rises  steeply  from  the  lake.  The  right  side  is  flat  to  moderate  and  also 
wooded.  These  slopes  appear  stable. 

e.  Downstream  Channel.  Quakake  Creek,  across  which  the  dam  is 
constructed,  passes  under  Pennsylvania  Route  93  bridge  approximately  400  feet 
downstream  of  the  dam.  Just  upstream  of  this  bridge  several  houses  are 
located  in  the  flood  plain.  The  first  floors  are  8  feet  above  the  stream- 
bed.  Immediately  downstream  of  the  bridge  is  a  commercial  fuel  supply  firm 
with  several  storage  tanks  adjacent  to  the  stream.  Failure  of  Quakake  dam 
would  create  a  potential  hazard  for  the  loss  of  more  than  a  few  lives  and 
extensive  property  damage.  Below  this  point  Quakake  Creek  becomes  confined 
and  flows  through  a  wooded  and  uninhabited  area  until  joining  Black  Creek  2.3 
miles  downstream  of  the  dam. 

f .  Evaluation.  The  deficiencies  noted  are  basically  limited  to 
maintenance.  The  removal  of  the  trees  and  brush  from  the  embankment  and 
repair  of  the  eroded  concrete  adjacent  to  the  spillway  weir  are  recommended. 
The  new  outlet  works  will  permit  drawing  down  of  the  reservoir  should  repairs 
to  the  dam  be  required.  In  connection  with  this  new  construction,  the  exposed 
section  of  corewall  should  be  sealed  on  the  upstream  side  before  backfilling. 
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.  SECTION  4 


OPERATIONAL  PROCEDURES 

4.1  Normal  Operating  Procedure*  The  lake  is  maintained  at  the  level  of  the 
spillway  crest,  elevation  1106*2.  Inflow  in  excess  of  the  water  supply  draft 
flows  over  the  spillway.  Large  inflows  in  excess  of  the  spillway  capacity 
would  overtop  the  embankment  beginning  at  the  low  point  top  of  dam  adjacent  to 
the  left  abutment.  No  formal  operations  manual  exists. 

4.2  Maintenance  of  Dam.  The  overall  condition  of  the  dam  and  appurtenances 
as  observed  by  the  inspection  team  was  fair.  A  new  water  supply  intake  and 
drawdown  facility  was  being  built.  No  formal  maintenance  manual  exists. 

4.3  Maintenance  of  Operating  Facility.  See  Section  4.2  above. 

4.4  Warning  System.  No  formal  warning  system  exists;  however,  plans  are 
currently  being  developed  by  a  consultant  to  the  water  authority. 

4.5  Evaluation.  Overall  maintenance  of  the  facility  appears  to  be  adequate 
at  this  time.  The  spillway  concrete  and  corewall  have  undergone  some 
deterioration;  however,  it  does  not  appear  to  be  a  problem  at  this  time.  The 
new  drawdown  pipe  will  provide  the  means  to  lower  the  lake  if  necessary  in  the 
future.  Formal  operation  and  maintenance  manuals  are  recommended  to  insure 
that  all  needed  maintenance  is  identified  and  performed  regularly.  In 
addition,  a  formal  warning  system  for  the  protection  of  downstream  inhabitants 
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should  be  developed*  Included  in  the  plan  should  be  provisions  for  around- 
the-clock  surveillance  of  the  facility  during  periods  of  unusually  heavy 
precipitation. 


SECTION  5 


HYDROLOGIC/HYDRAULIC  EVALUATION 

5*1  Design  Data*  No  design  reports,  calculations  or  miscellaneous  design 
data  are  known  to  exist  for  the  facility;  however,  a  few  drawings  of  the 
facility  were  in  the  PennDER  and  owner's  files.  Drawings  of  the  new  water 
supply  intake  and  outlet  structure  were  also  obtained  from  the  owner*  Refer 
to  Appendix  E  for  these  drawings. 

5.2  Experience  Data*  Records  of  reservoir  levels  and/or  spillway  discharges 
are  not  available  other  than  a  report  on  discharge  through  the  spillway  during 
the  March  1936  flood.  Overtopping  is  not  known  to  have  occurred. 

5.3  Visual  Observations.  On  the  date  of  the  Inspection,  no  conditions  were 
observed  that  may  prevent  the  facility  from  operating  as  intended. 

5.4  Method  of  Analysis.  The  facility  has  been  analyzed  in  accordance  with 
procedures  and  guidelines  established  by  the  U.S.  Army,  Corps  of  Engineers, 
Baltimore  District,  for  Phase  I  hydrologic  and  hydraulic  evaluations.  This 
analysis  has  been  performed  using  a  modified  version  of  the  HEC-1  program 
developed  by  the  U.S.  Army  Corps  of  Engineers,  Hydrologic  Engineering  Center, 
Davis,  California.  Capabilities  of  the  program  are  briefly  outlined  in  the 
preface  contained  in  Appendix  D. 
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5.5  Summary  of  Analysis 


a.  Spillway  Design  Flood  (SDF).  In  accordance  with  the  procedures  and 
guidelines  contained  in  the  National  Guidelines  for  Safety  Inspection  of  dams 
for  Phase  I  Investigations,  the  SDF  for  Quakake  Dam  ranges  between  one-half 
the  Probable  Maximum  Flood  (PMF)  and  the  full  PMF.  This  classification  is 
based  on  the  relative  size  of  the  dam  (small),  and  the  potential  hazard  to 
downstream  development  in  the  event  of  dam  failure  (high).  Due  to  the  small 
storage  (approximately  140  ac-ft)  and  small  height  (15  feet),  the  SDF  selected 
was  one-half  PMF. 

b.  Results  of  the  Analysis.  Quakake  Dam  was  evaluated  under  near  normal 
operating  conditions.  The  starting  lake  elevation  was  set  at  the  spillway 
crest,  El. 1106. 2. 

The  spillway  crest  to  top  of  dam  (low  point)  has  a  freeboard  of 
approximately  4.8  feet.  Flood  hydrographs  and  spillway  calculations  were 
developed  and  the  following  results  were  obtained. 

Spillway  Capacity  at  Top  of  Dam  1430  CFS 

Peak  SDF  (1/2  PMF)  Inflow  7360  CFS 

The  overtopping  analysis  (using  HEC-1DB)  indicated  that  the 
discharge/storage  capacity  of  Quakake  Dam  is  9%  of  the  PMF  prior  to 
overtopping  the  embankment.  Under  one-half  PMF  conditions,  the  dam  is 
overtopped  for  8.3  hours  to  a  maximum  depth  of  3.6  feet.  Since  the  SDF  for 


15 


this  dam  is  one-half  PMF,  it  can  be  concluded  that  Quakake  Dam  has  a  high 
potential  for  overtopping,  and  thus,  for  breaching  by  floods  of  less  than  SDF 
magnitude. 

To  determine  if  the  spillway  is  seriously  inadequate,  these  conditions 
must  be  met: 

(i)  There  is  a  high  hazard  to  loss  of  life  from  large  flows 
downstream  of  the  dam. 

(ii)  The  spillway  is  not  capable  of  passing  one-half  PMF  without 
overtopping  the  dam  and  causing  failure. 

(iii)  Dam  failure  resulting  from  overtopping  would  significantly 
increase  the  hazard  to  loss  of  life  downstream  of  the  dam  from  that  which 
would  exist  just  before  overtopping. 

Since  Quakake  Dam  meets  the  first  two  conditions,  the  third  condition 
must  be  evaluated;  therefore,  a  breach  analysis  was  performed. 

The  modified  HEC-1  computer  program  was  used  for  the  breaching 
analysis.  The  computer  program  requires  that  a  failure  elevation  be  given  to 
the  model  so  that  failure  may  commence.  It  was  assumed  that  the  dam  could 
withstand  up  to  0.5  foot  of  overtopping  for  short  durations.  Therefore,  the 
water  surface  elevation  selected  to  cause  failure  was  elevation  1111.5. 


16 


Four  breach  models  were  analyzed  under  conditions  that  would  approximate 
0.5  foot  of  overtopping.  The  flood  selected  to  cause  breaching  was  13%  of  the 
PMF.  Of  the  four  plans,  Plan  1  was  a  non-breach  analysis  used  to  provide  a 
means  of  direct  comparison  between  failure  and  non-failure  conditions  at 
downstream  locations  for  the  same  flood  event.  Failure  times  in  the  three 
remaining  plans  were  0.33  hr  (Plan  2),  1.00  hr  (Plan  3),  and  2.00  hrs  (Plan 
4).  Downstream  damage  elevations  and  locations  are  shown  in  Appendix  D  and  E 
of  this  report.  Page  D-12  of  Appendix  D  provides  peak  outflows  and  changes  in 
stage  at  downstream  damage  centers.  As  indicated  in  the  table,  failure 
conditions  significantly  increase  the  hazard  to  loss  of  life  when  compared  to 
non-failure  conditions.  Breach  geometry  and  location  are  also  discussed  in 
Appendix  D. 

5.6  Spillway  Adequacy*  Under  existing  conditions  Quakake  Dam  can  accommodate 
9%  of  the  PMF  prior  to  overtopping.  Should  an  event  in  excess  of  this  occur, 
the  dam  would  be  overtopped  and  could  possibly  fail.  Since  the  failure  of 
this  dam  significantly  increases  the  hazard  to  loss  of  life  or  property  damage 
at  existing  downstream  residences,  this  spillway  is  considered  to  be  seriously 
inadequate. 
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Four  breach  models  were  analyzed  under  conditions  that  would  approximate 
0.5  foot  of  overtopping.  The  flood  selected  to  cause  breaching  was  13%  of  the 
PMF.  Of  the  four  plans,  Plan  1  was  a  non-breach  analysis  used  to  provide  a 
means  of  direct  comparison  between  failure  and  non-failure  conditions  at 
downstream  locations  for  the  same  flood  event.  Failure  times  in  the  three 
remaining  plans  were  0.33  hr  (Plan  2),  1.00  hr  (Plan  3),  and  2.00  hrs  (Plan 
4).  Downstream  damage  elevations  and  locations  are  shown  in  Appendix  D  and  E 
of  this  report.  Page  D-12  of  Appendix  D  provides  peak  outflows  and  changes  in 
stage  at  downstream  damage  centers.  As  indicated  in  the  table,  failure 
conditions  significantly  increase  the  hazard  to  loss  of  life  when  compared  to 
non-failure  conditions.  Breach  geometry  and  location  are  also  discussed  in 
Appendix  D. 

5.6  Spillway  Adequacy.  Under  existing  conditions  Quakake  Dam  can  accommodate 
9%  of  the  PMF  prior  to  overtopping.  Should  an  event  in  excess  of  this  occur, 
the  dam  would  be  overtopped  and  could  possibly  fail.  Since  the  failure  of 
this  dam  significantly  increases  the  hazard  to  loss  of  life  or  property  damage 
at  existing  downstream  residences,  this  spillway  is  considered  to  be  seriously 
inadequate. 
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•  SECTION  6 


STRUCTURAL  STABILITY 


6. 1  Evaluation  of  Structural  Stability. 


a.  Visual  Observations. 


( 1)  Embankment . 


Visual  observations  of  Quakake  Dam  did  not  reveal  any  signs  of 
noticeable  distress  in  the  structure.  The  dam  is  an  earthfill  structure  that 
has  an  18  inch  thick  corewall,  which  is  curved  slightly  upstream.  The  dam 
crest  measures  30  feet  wide  and  has  upstream  and  downstream  slopes  that  vary 
from  about  1.3H:1V  to  2H:1V.  Riprap  is  very  sparse  on  the  upstream  slope; 
however,  erosion  is  not  a  problem.  The  crest  and  downstream  slope  are  covered 
with  10  inches  or  more  of  cinders.  These  cinders  offer  little  resistance  to 
erosion,  but  the  removal  of  these  cinders  should  not  affect  the  dam 
stability.  Erosion  has  occurred  in  the  crest  and  downstream  slope  beside  the 
right  spillway  wall.  Continued  erosion  in  this  area  will  remove  support  for 
the  spillway  wall. 

(2)  Appurtenant  Structures. 

The  dam  has  a  40  foot  long  concrete  spillway,  an  outlet  works,  and  a 
water  supply  intake  structure.  The  water  supply  intake  located  at  the  left 
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abutment  appears  to  be  in  fair  structural  condition.  The  outlet  works  has  a 
36  inch  diameter  pipe  through  the  spillway  and  an  upstream  slide  gate  that  is 
inoperative.  A  new  structure  is  being  constructed  left  of  the  spillway  that 
will  serve  as  a  water  supply  intake  and  an  outlet  works.  The  concrete 
spillway,  spillway  walls,  and  downstream  spillway  channel  are  in  fair 
condition.  The  spillway  walls  were  used  to  support  girders  for  two  railroad 
bridges,  and  the  spillway  channel  is  paved  with  large  slabs  of  stone  that 
protect  the  walls  form  being  undermined. 

b.  Design  and  Construction  Data. 

(1)  Embankment. 


No  design  or  construction  data  exist.  Apparently,  the  dam  was 
constructed  about  1897  as  it  presently  is.  A  capstone  on  the  spillway  has  a 
date  of  1897.  Drawings  and  photographs  dated  1913  indicate  that  the  dam  was 
essentially  the  same  as  when  recently  inspected.  The  noted  differences  are 
that  the  railroad  bridge  girders  have  been  removed,  the  superelevated  railroad 
curve  has  been  leveled,  and  the  embankment  is  now  covered  with  trees. 

(2)  Appurtenant  Structures. 

No  design  or  construction  data  exist.  Drawings  from  1915  and 
early  photographs  show  the  appurtenant  structures  were  the  same  as  when 
inspected,  except  the  water  intake  structure  has  been  rebuilt. 
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None 


d .  Post  -  Construction  Changes. 


j  No  applications  for  or  notifications  of  changes  exist. 

I 


changes  have  been  made  as  stated  in  6.1b. 


Several  minor 


e.  Seismic  Stability. 


i 

t 

! 


The  dam  is  located  is  Seismic  Zone  1.  From  visual  observations, 
dam  is  considered  to  be  statically  stable.  Therefore,  based  on  the 
recommended  criteria  for  evaluation  of  seismic  stability  of  dams,  the 
structure  is  presumed  to  present  no  hazard  from  an  earthquake. 


the 


SECTION  7 


ASSESSMENT  AND  RECOMMENDATIONS 


7.1  Dam  Assessment. 


a.  Safety.  The  visual  inspection  and  review  of  available  design  and 
construction  data  indicate  that  Quakake  Dam  is  in  fair  condition.  The  limited 
spillway  capacity  is  the  primary  deficiency  which  causes  concern  for  the 
safety  of  this  facility.  The  dam  in  its  present  condition  is  considered  to  be 
unsafe,  non-emergency .  In  accordance  with  the  guidance  provided,  the  spillway 
design  flood  (SDF)  ranges  between  1/2  the  PMF  and  the  full  PMF.  Based  on  the 
size  of  dam,  the  SDF  selected  for  this  facility  was  1/2  the  PMF. 

The  hydrologic  and  hydraulic  computations  indicate  that  the 
combination  of  reservoir  storage  and  spillway  discharge  capacity  will  pass 
only  9%  of  the  PMF  prior  to  overtopping  the  embankment.  Therefore,  in 
accordance  with  the  criteria  outlined  and  evaluated  in  Section  5.5,  the 
spillway  for  Quakake  Dam  is  considered  to  be  seriously  inadequate. 

b.  Adequacy  of  Information.  The  design  and  construction  data  contained 
in  PennDER  files,  in  conjunction  with  data  collected  during  the  recent  visual 
inspection,  are  considered  to  be  adequate  for  making  a  reasonable  assessment 


of  this  dam 


c.  Urgency,  The  recommendations  presented  below  should  be  implemented 
immediately. 

d.  Necessity  for  Additional  Studies.  The  results  of  this  inspection 
indicate  a  need  for  additional  detailed  hydrologic  and  hydraulic  (H&H)  studies 
to  provide  an  adequate  spillway  facility  for  this  dam. 

7.2  Recommendations . 

1.  The  owner  should  immediately  retain  a  qualified  professional 
engineer,  experienced  in  dam  design  and  construction,  to  perform  detailed 
hydrologic  and  hydraulic  studies  to  determine  remedial  measures  necessary  for 
providing  adequate  spillway  capacity  for  this  facility. 

2.  It  should  be  assured  that  the  corewall  is  adequately  backfilled  to 
prevent  seepage  from  developing  as  a  result  of  the  recent  construction.  In 
addition,  the  cracks  in  the  corewall  to  the  left  of  the  spillway  should  be 
repaired. 

3.  The  low  area  adjacent  to  the  right  spillway  abutment  should  be 
properly  backfilled. 

4.  Trees  and  brush  should  be  cleared  from  the  embankment. 

5.  The  deteriorated  concrete  of  the  spillway  walls  should  be  repaired. 
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6.  A  formal  surveillance  and  downstream  emergency  warning  system  should 
be  developed  for  use  during  periods  of  heavy  or  prolonged  precipitation. 

7.  An  operation  and  maintenance  manual  or  plan  should  be  prepared  for 
use  as  a  guide  in  the  operation  and  maintenance  of  the  dam  during  normal  and 
emergency  conditions. 

8.  A  schedule  of  regular  inspection  by  a  qualified  engineer  should  be 
developed. 
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CHECKLIST  -  VISUAL  INSPECTION 


Visual  Inspection 


A-l 


Pool  Elevation  1106*7  M*S*L*  Tailwater  Elevation  1099*7  M*S*L 


VISUAL  EXAMINATION  OF  OBSERVATIONS 


NOT  TO  SCALE 
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CHECKLIST  -  ENGINEERING  DATA 


GEOLOGY  REPORTS 


APPENDIX  C 


PHOTOGRAPHS 


ALL  PICTURES  TAKEN 
4  DEC.  80  EXCEPT 
AS  NOTED. 
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LOCATION  AND  ORIENTATION  OF  CAMERA 
3  PHOTOGRAPH  IDENTIFICATION  NUMBER 

PHASE  I  INSPECTION  REPORT 
NATIONAL  DAM  INSPECTION  PROGRAM 

QUAKAKE  DAM 
HAZLETON  CITY  WATER  AUTH. 
PHOTOGRAPH  LOCATION 
PLAN 


C-2 


I  No.  00614 


-3 


Quakake  Dam  -  NDI  No.  PA-00614 


Upstream  face  and  left  abutment.  Existing 
water  supply  intake  structure. 


■**?*• -jv;  r* 


Downstream  residences  in  tioodplain 
PA  Routt  in  foreground. 


Quakake  l)am  -  Nl)i  No*  0061^* 


II,  Kir st  downst  ream  obstruction  (PA  Route  93). 


Il 


APPENDIX  D 


HYDROLOGY  AND  HYDRAULICS 


PREFACE 


The  modified  HEC-1  program  is  capable  of  performing  two  basic 
types  of  hydrologic  analyses:  1)  the  evaluation  of  the  overtopping 
potential  of  the  dam;  and  2)  the  estimation  of  the  downstream 
hydrologic-hydraulic  consequences  resulting  from  assumed  structural 
failures  of  the  dam.  Briefly,  the  computational  procedures  typically 
used  in  the  dam  overtopping  analysis  are  as  follows: 

a.  Development  of  an  inflow  hydrograph (s)  to  the  reservoir, 

b.  Routing  of  the  inflow  hydrograph(s)  through  the  reservoir 
to  determine  if  the  event (s)  analyzed  would  overtop  the  dam, 

c.  Routing  of  the  outflow  hydrograph(s)  from  the  reservoir 

to  desired  downstream  locations.  The  results  provide  the  peak  dis- 
charge(s),  time(s)  of  the  peak  discharge (s) ,  and  the  maximum  stage(s) 
of  each  routed  hydrograph  at  the  downstream  end  of  each  reach. 

The  evaluation  of  the  hydrologic-hydraulic  consequence  resulting 
from  an  assumed  structural  failure  (breach)  of  the  dam  is  typically 
performed  as  shown  below. 

a.  Development  of  an  inflow  hydrograph (s)  to  the  reservoir. 

b.  Routing  of  the  inflow  hydrograph(s)  through  the  reservoir. 

c.  Development  of  a  failure  hydrograph(s)  based  on  specified 
breach  criteria  and  normal  reservoir  outflow. 

d.  Routing  of  the  failure  hydrograph(s)  to  desired  downstream 
locations.  The  results  provide  estimates  of  the  peak  discharge(s) , 
time(s)  to  peak  and  maximum  water  surface  elevations  of  failure 
hydrographs  for  each  location. 


HYDROLOGY  &  HYDRAULIC  ANALYSIS 
DATA  BASE 
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Ik 
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72 
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SPILLWAY  DATA 

CREST  LENGTH  (FEET) 

4o. 

FREEBOARD  (FEET) 

H-.e> 

(1)  HYDROMETEOROLOGICAL  REPORT  -  33,  U.  S.  Army  Corps  of  Engineers, 

O.'S.  U>cArHe.ft.  StiiULAO,  £»• 

(2)  Hydrologic  zone  defined  by  Corps  of  Engineers,  Baltimore  District,  For 
Determination  of  Snyder  Coefficients  (Cp  and  Ct). 


(3)  Snyder  Coeff idients 


(4)  L  ■  Length  of  longest  watercourse  from  dam  to  basin  divide 
L  -  Length  of  longest  watercourse  from  dnm  to  point  oppo 

centroid. 


H«C 


BALTIMORE  OtSTmCT,  COUPS  OF  ENSINECNS 

jVM  S*f£T£ 


SUBJECT. 


COMPUTATIONS  . 


.SHEET. 


.  OF. 


.  SHEETS 


COMPUTED  BY. 


4&- 


CHCCKCO  tv. 


.  DATE . 


3-ZO-Xj 


>AM  CMSSjftcATTbtJj 


$/?&  op  M/M  :  S/fAtf . . . . 

-  ^/ArW 

Sbt=  -  T2>  FO^~  pPf 


\am  Sn^nsTtos  • 


h&ght of'^am  -  fs  ftcr 

STbZAGe*  AFT  Kb£M*t-  ftoL.-  C5  AC.-FX 
STbfiAGe,  A=r  TDP  or  'iyV^M  -  /■‘/o  kCbFT. 

'h<AMM6£./A*£A  46o0fi.  t^S/TE  -  /7.2-  mi* 


et£jJ#TT&JS  : 

~7bP  of  M/M  UotQ  foiOTfF&lfiS)  tttt.o  “ 

/Jo^AiAt-  Pool-  -  tIOio.t-  ----- 

Srr&AP I6£h  AT  C£*mJU-iti£* oFtePI  -  /o9C>.o 

SP'U.uOA'f  CJ&sr  -  //06.Z-  “TT 


i 


H'/hAO&PAty  ?APAPCETEP3  s  I'™ 

3k^*2aS/aJ  -  '^gMtUA^E-  ^.ASrA*  - - 

2:0/0 £.  -  £.  - ~ ;  y — ; — 

sy/o^eas  co£ff /oeors  -  .  . . ; ;  ;  ir 

0.45-  . . —4-  - 

-:q~- 

MSASOA&&  P/h^A^rTSes*  *  .  : ■“TTTtn  -  . 

L-L&Pern  of  L&o&tsr  w/ftepcouPSZ-  .tfi  L-  /o.i*« 
*  l£AJGTH  Ob  L&UG-ZZT  l^AT&XLDOFSE.  TL> 
^EOTRob  <y^-7WL  "BASiU^/mL  <<a*-VV7* 

*  /TftW  C/.S.6.S.  (^O/Vh  SHEETS.  ,  VM  rw/otTE  SZAtZS  .SCALE  f'Zix,.. 

toe/rwfcfli/,  ¥~T\HAQ^^beJA^o,  PA  • 

~d-4 


ra«c 


BALTIMORE  DISTRICT,  CORPS  OF  CNSIMCCRS 
SUBJECT. 


S/HOy  A0AC/S1S 


COMPUTATIONS. 


<?o4*4k£. 


.SHEET. 


.  OF. 


.  SHEETS 


computeo  ar. 


V€> 


cut c«e o  ar. 


DATE  . 


3-Z£>-(ri 


tiOTZ.i  SLZVATkx OS  A*£,  /ZZfe/<£VC£k  Tb  tLS.G-.S-  PlAQOZ,- 

J.'JE.M.S.  (/94l)  £l£.\?ATio aJ  ///0.4/  4-S  ©L>  'b*?**)- 

/06-S  s##dcojo  wj  APP&tShi/  £  ,  Plate,  e  -  8~r^Thhs 

eiExtftrtoto  luill  3e  twe.  «>*.  /Hi-  £L€j/firro*JS 

/jo  nus  fi&bfZT 


tp  -  s/a^&«s  ^s/o  tA&TiHE.  tz>  /o  *fc>cvs$  :.: 

Lp  =  c±Cl V'5  =  *.  «o  f /o./s r^7))  =  £  ^ 

£^3  -  hours 

;?&se/?t>oi&  (24/vic/ry  : 

Surface,  AaeA  At  jjd&hrc  /boL.  (nt>c,.z?)  k*£s 

Surface,  AreA  At  £l£l>AT/oaO  uzo.o  -  50  /k/£*> 

/4sso/M£,  6omc4<-  Alemoii  AfPue£  to  U>uSrbCJT 
/V  Pool  }  SgJLoto  AJoRMAc,  Pool  . . 

V*i-c/*£  /4T  /JbZMA*-  /bo 2.  -  £5  40**7" 

1%/jobac. 


M<C 


BALTIMORE  DISTRICT,  CORRS  Of  CMBlttCCRS 
SUBJECT _  ^  ZAtt/  /W/KVS/S 


COMPUTATIONS  . 


COMPUTED  BY. 


QuA<A*&'lA+,i 


SWEPT  VT.  OF. 


CHECKED  BY. 


3 -21-87 


£l£i>PrV6*J  STZftASt-TAGlE.-- 


Q-£jj£*io£> 

te£A 

(V<SO 

(4cA££) 

10112. 

O 

hoc*. 2. 

/3 

1/07.0  n 

H0i£.O 

15 

Ho3.o 

US 

Hio.o 

ft.o 

AV-(A±zA*^lM  CLMAtuiOfou* 

f  ht--!>r\  (At-PT) 


PoAM#-fooi~ 


Hi/  o  ' 


HHZ.o 


}U€  O 


UTjo.O 


Zd.S 


23.0 


30.0 


£ 0.0 


4.5 


15.3 


/7.3 


/?.3 


435 


fo.3 


>2"i  4 


#Tbb  -  TbPof^OAH 

A)0T&:  >y?A//uA6£.  >^£A  ArG&XL’bAtl  is  'ZZm »'*.  AJooj  ^aoNi*»/Od- 
To  fo  4c-i=rt  t»6.  foujocO/^og-  Q£  swFVr 


<MJ  THE-  As  A+z'b  $£  CA*b £/ 


Sl&OATiOAJ 
/“IS*-) 


101  (■  •2- 


1106.2. 

iwhQ^ 

hof.o 


IJO%o 


/ho.o _ 


in  2.0 


/IIS.0 _ 

1120.0 


Sioetee, 


05 

%> 


Ho 


[& 

t*h 


no 


27Q 

*m o 


.rnr 


MAD*  FOAM  I tU,  2B  MAM  74 


PA  BE 


BALTIMORE  DISTRICT,  CORPS  OF  ENBINECRS 

sutJECT  jM*  3/>fg7y 


COMPUTATIONS. 

COMPUTED  BY. 


4 

_SHEET_J_  OF. 


.  SHEETS 


-r 


'<3 


CHECKED  BY, 


.  DATE. 


-  AfTto%IH/&Z.  RArf/OfALLTD^£/  -  22.4-  3W4tf£S._  . 

(CoRRFSfbkSt^KXSrTO  A  'ZO&MJoaj  op  <24  fookS  Ak> ~h  A 
ttfAMJA6£.  AREA  op  zoo  /HI*-}  -  All  seAScvJ  SMVFMfF. 

-  ^£MiU»W£  "RiaeA.  ^As/O  .  , 

-  bSPTH  ~&JXAT7&0  1  - 

-  f&ALL  V4/aJ46€.  A«£ A»$  “"Tr""”  . 


'bu/e>rr70Aj6y£s) 

^EF<LEJST oFZlXj^FjC  %A)fOFMJ- 

G 

105 

!2- 

US 

z4 

iSS 

44 

127  ...  .M— 

/OoTE :  /ybP  ARooK-  FACTOR.  AS  IpJTEJ&AU.'/  C&HRSltb  BV  7*£- 
HEClbS  PfKo&FAM.  Foil  A  'bRAHOA&E.  AfcA  oF  i'J.Zm*' 
THE  ^TUSTXSvuT  FACTOR  -0.3I&.  ~JLHS  /4*^VSTAiEAJT 
IS  For.  -&ASIO  SHAFC  A*J~b  FbR  THE  A£SS&e  AiKLEJioob 
OF  A  Se QFJ&-  Storm  CEUT£A//OS-  OU6A  A  S*f/f£X_  SAs/aj. 


^  •  %As€b  oo  THE  SMALL  H£JGtfr  OF  hAM  (  15  F&cr)AP>> 

-THE  SMALL  STORAGE  At  aooO  TOP  OF  VM  ( LESSTHAtO  iSo 
Ac-Fr\  -THE  Sbr  SELECTED  FoR  TTUS  AS  *£. 

THE  PPo&AiSUcL  MAY/MiuM  FLoob  CfftFj.  ~r 


~b-7 


W  MV«  Bt  'SCSI  NMi  BQVM 


PAOE 


BALTIMORE  OlSTRtCT,  CORPS  OF  ENBIMCERB 

SUBJECT- 


SAiqgry  Avtoi/Si£ 


COMPUTATIONS  _ 


MW 


ahfft  5~  of. 


►  SHEETS 


COMPUTED  BY. 


# 


ri 


CHCCKCD  »V_ 


OAT C  . 


3-5i-%-r 


g>f£466UOj  S>P)LLuJA*/  CAFAdm/ 

S/’/xjlu;**/’  /S  /aJ  CEJJTtt  OP  AW  SC£L 

/=£«-&  snsrzH  no  AFF&JhiX  A ,  e^fl/ri.  . 


SPnJ~u)A£  AMA  • 


-4  — 


7yy°e  -  06.££-  CA&ST  ujZjR. 

LEJO&TM  -  FZJEJT 

caz&t  zullxvo/o  -  rwv.j. 

Axvo  fatrr’rbF  of  £W\-  tmo 
SPtLLiAJflc/  rRE.t&xWl'h  -  4.8  i=£*or 

a 


STZ&J-  CAFPeQ 


i/AUJE 


A  4o  «>*_  SFtU^uAj  C4£Sr  (  sSZtSAgL 
/=fee  e^&AfOKM£jcrr 


See.  ~fyoTo&e4f»ts  mj  4 Rp&Sbne  C  &>&,  Spiluaj^  ^epioju, 

§PitJjjJA*f.  AAnV6  gpftUf.  i 


>L=  4o  peer 
C*3-4 


q^CUi7* 


ZLSORTiov 

>kA& 

4 

Rajd££&  Q 

CHSL.) 

fPtcr'i 

CPS 

*  -  “ fiansl  —  ■ 

nod, .  2- 

O 

0 

. -  ^  - 

/toy.  0 

0% 

ns 

/oo 

Hog.  0 

1.8 

328 

33o 

J/ol.o 

63? 

6fo 

/no.o 

3i> 

tool 

/o/ a 

Hi  l.o* 

4.3 

1W( 

mz.o 

5.8 

_ /ffl_ 

tloo 

/  113.0 

68 

_  }4ti 

M<o 

/n4.o 

It 

mo 

tt/S.o 

IV 

355o 

355o 

nzo-o 

13V 

6772- 

697 0 

*  t&0  •=  tt>*»  or 


T>-* 


4  *■  •“•'**  T  - 


MADt  FOAM  1232,  2B  MAM  74 


FACE 


BALTIMORE  DISTRICT,  CORPS  OF  ENGINEERS 
SUBJECT. 


S  AfcjY 


COMPUTATIONS  . 


QuAKAjCJE,  MW 


.  OF, 


.  SHEETS 


COMPUTED  BY. 


CHECKED  BY. 


‘3-2I-Y7 


SMeAozA&or  #ATj/og  Cufoz 


w.^— -A  ~  —  - 


4.U/K/-S/5  ASSESS  7W  77-/€-  G/M  _ 

3 £>mu££  /fs  /4  t^oAb  oessT^ib  cosj/e.  if  oueprbpftvfr 

ocCjuus  .~t7hs  '^>iscm*a.<3£.  cao  be.  &sn/b<ATz&  8/  • 

q-'dL.uJ'*-  _ * _ 

UMtOL :  ^  5-e  O06A  CF5. 

A  5  t-MfTH  e>F  SM&AUKAfcAJT)  PVCT 
Miff-  //&4b  ,/0  F££T,  AJM46€&ho 

A££A  uoej&tfr^  Afyjot,  mu  ft»<or  or<*i 

C  *  Co&PFXJ' itsT  OF^L)isj:rtAiZ.6£ 

L£0(eTM  OF  UJT  ^uuOi^rc^ 

v&  flS£fc£U3?£.  ej^uAFTiotJ  : _ 


3£SgAuo'/£  £l&o#=r>o£>  Sm  vcrrlZu  gtH 


fasu) 

(F&Zr') 

tn/.o 

a  — — — 

tnz.o 

-  -  . /£ - -1 - - — 

m3.o 

43$ 

J//4.0 

620 

1115.0 

as* 

tizo.o 

Cis 

LEjOGTW 

of  SH6*iot<JH&LJT  as  6/5  P6«r. 

HA  OB  FORM  1232, 20 


BALTIMORE  DISTRICT,  CORPS  OF  ENGINEERS 


COMPUTATIONS 


COMPUTED  BY 


iv  7 1*  rurfvrn  >  v 


CHECKED  BY. 


SMeAjJKH'eJOT  RAruOG'TPfPLt  • 

Q 

Res> €£lx»£  A 7  L~2__ 


£L£^f)/vAj 


til  1.0 


(/¥)  (pJ ) 


Mi  ( Pr  > 


FubuD  fret* , 


7-S 


~7rnV~  R&U)  cost  CiPTjfj 
ffyUA'Arr  ffej-i,  _xj 

v  v 


7-5 

237-S 


O.S  /5 

osb  491 


j!  15.0  Q5  szo  /.  o 


nz o.o  05  &is  so 
CD  Ac  -  Ai  &.+LzVz) 

©  4itr  Arr/Lt 

$>  cf  5  £44^ 


sens 


3075.0 


I214S 


352  s 


2,oV  525? 


n.oz  33 0/7 


K.&C-AU—  C.-2*8'S  PA&£.  A>-£ 

Of  TU is  /W/Ofjob'*. 


~Tcrr>\t-  FKCUJjV  R/Zj_ >Q6rCLo/ejr 


s  0 

RsssAOoie. 

£XioArt)o4 


IIO(o.2~ 

_ 1107.  o 

_ //o9,o 

nn-o_ 

1/lZ‘O 

I/I3.Q 

11/4.0 


}H5.  o 

HTjO.O 


SPuut, 


r^OonPycL  TO  VfA&Csr 
fO  ofp* 


7 


/OO 

&4o 

/43o 

J9oo 

24C>o 


3S5o_ 

6470 


ZO_ 

490 

23,50 


57&0 

330  2-° 


_ /o  o_ 

6^o 

l45o_ 

'  /fgg ' 
gAqo 

53>o 


XX  io 
3494° 


Thtt  A4 oOL  VACVtS  (£)  *>(§J  CO  ILL  ££.  ±ZJP<JT  oi J  /4  ^  Y£” 
CAt^S. 

-  i  C 


PAGE 


BALTIMORE  DISTRICT,  CORPS  OF  ENGINEERS 

SUBJECT. 


S«f^gr/  /KJ/k-y/S/s 


CDMPUTATIONS  _ 

COMPUTED  BY _ 


QuHOWZ. 


. SHEET __J__  OF. 


.  SHEETS 


r 


6 


CHECKED  BY. 


DATE  . 


/?g.su^ ts.  o£  oueym>m>Q6- 

4s  CAO  (it  R>o*Sh  r#0M  TH&-  &OSJ?TOPfrK>(y  4^4<J/S/S,  T5P£_ 

TbUJXOIOCr  CoRoe,  <2 /yo  QZ  'hMiAJAJ  FfZ o/*f  THt  TfyV-C^ 

OaJ  P46'E->>_;l|  of=- -nhs  4 PPZ&sit. 


-7W  s  TAllUVf  CM)  HA&AZ.  ?%  of  THZPHF.  AATHZShF 
(j^rHF)'  hMT  /s  ooe^e^p^oeA  tz>  ^ hzamt 
Cf  3 U>  fter  fat  A  tdtAL  <bv*Ar>c»)  AouAS  f^/JOcZ 

rr ts  pejt~thi&  a r  or  tHZ  Pmr  -the  t*+ i  toouih 

FAIL  'hOZ  TO  O QE&TCf'  **  AJ6~)  4  G£S4o{  <5 


-rihcAL  &&aca  secT/oO  -  ~~  ' 


7KV7 


7?/S7/r* - ' 

K-M 


ianoH  ioiMW 


>)<eP7H  df 
6>R.«A<U< 

^l>aj  &R£Acrt  AT  ^-0.5  f&r 
OF  aOERTO  PP 1 06- ,  ’TF^g£Foa 
fuo  (Z  %  Prtr  TZ)  S££A<4_ 


FORM  1292 


BALTIMORE  DISTRICT,  CORPS  OF  EN6IMCCR8 


'bArl  SAFt 


COMPUTATIONS  . 


COMPUTED  BY, 


}U*>OHC£,  Wf 


CHECKED  BY. 


—upjT  PA 


$--ja-sr7 


j  ~~rooP  &IU-  6C  A^btP&cr OcNPA^iSiPP 

T  flr 7 TTAjujPZ.  vs.  AJ* at  <2 c/ShmaOS-  'PzAfS'l  uoti- 

;  •  8e  4  AJeO  FAiujez,  AU-  oTrtz&z  Afiz.  pAilo'RZ.  Plavz. 

;  7>Z-A*-)  AA/JM6d£.  'hPZAOH  SoTTtPi  fvu.&eeAcA  SittSbm  ~7cr** 

< fT^-~  7S&4 

I - \.,f _  7TP/1  -  ^AiUg-e.  P^A^J  ' . •  • 

4 - £  //ifl - T  —  /S' <5.3»4*ntr  0.33 


/00  05 


/nrt  /S'  0.5  4t wW  goo 


r  tfScttB 


■JSA 


ZssojlTSop  3<eert£W  AfdM^f^iS  .  4s  a-WA  A&oOC  Ti^j  A 
JJGJO  PtyLUHZ.  &LA&  'hiPEjZT  CortfiAXt&O- 


0(jtfuhp 

’^lao  Lr:~:  ;ot/e>€ 

AJomQ&?  ywio  QpzacM 


_ .  ysaro _ 

•  -  .  .  fo?ao 


: :  -i&vmt  *i 
sntee  :  pl&lo 
ptszz 


10*180  l&O 

m-C>  &>30 


note  .  •■•  47&> 


<2ixr7&e  *2. 

SWHrt  *••--  fldV 


/flfc/2.  |  -  •  18*6 

7/oo.fr  -  i - asoo 

/Of 8.7  -| - 4-7*0 


232.2BMAR  74 


BALTIMORE  DISTRICT,  CORPS  OF  ENBtNECRS 

14/4  SAftT'/  AQA^SiS 


SUBJECT. 


COMPUTATIONS  . 


qatoO 4<£  A*** 


.  SHEET. 


(O 


OF. 


,  SHEETS 


COMPUTED  BY. 


-f 


& 


CHECKED  BY. 


DATE  . 


4  - 


{mmErujD^  ■  '  ’ : :  r:1 

I  ’ll T1#*  O/i)  OOTTST  UJOAKiS'lioKtti.ST'S  ‘  <?/-  A  36>  i*X*4 
^bXSLO\T~ 7  0U6bi  C ZJJTEA.  37*/ CLuJAtf  cO&K..  TR€ -SpbeefTE. 

pD'n^.OfiSrR EA^i  FA&  or  fc&K'  1$  CLAS&6  A*->& 

yoop&zA&z-  .  :  14.11.; ;::...  "  :  :ii: . . 

A  *>€60  .&7T-VT  UJC*J<S>  /s  OAShZ&^  CQ^STRuC' 
rfloiO-  A  M013V-&O&L.  ifoi fy&rug/rr?:^™*  Wt  .  A*£- 

j^cnj/aeo  ,  AS  77fE-  £-rrtocro*k.  CAO  ' 

o/l.  US€0  AS  A  U&TZJL^vPPlJj  SOO  fl££*  t>* 

!77fe  7X00  30  '^4  UUt£  LQl'lL-  ££T£A>h£k  'Tff^O  T»fE_ 
ujAtli-.  .  t  ;  *  ;  ‘  .._  ”' " 


:  in;  T^/=biiu>aj^>o<&''b4?-A  $&  cjs,€^td  ^ereeA/Aj^ 

prffg.  <2Af^/ry ;  #rM*CC/H0V  fiooL. + &L  Jllf-O . 

- l^UyTHCg.  Ab^77K_  ^2E. -~i  lr* 

!  '  3^  »AJfcH  A/A^£7^/C  Cb/ufctMT~'  'tiocn^ 

;— i:p/i/frcz*&4oA*nod  <3  “<Mi£g7  :  ;im~ 

jxMt&roF  tjjtakjz.  x  tffe'0 _ _ 


-+- 


-A-(3fg)£*  4,9!^- 

-  f=3a-2~  - - — — 

A  -  ////.  O  -  af-^JTM z-Z.  -  /S<*w 


<?*  a.£&-VSp  l2f3Z*)r 5 


1 


i.  Q  *  ^^5 


see  At^EAJbi^  ^  /e><  o/=  ajsuj  F?a[i^7/- 


PABE 


BALTIMORE  OISTRICT,  CORPS  OP  ENGINEERS 

'bAM  SAfZTV 


SUBJECT. 


COMPUTATIONS  _ 


.  SHEET. 


// 


.  OP  - 


.  SHEETS 


COMPUTED  BY. 


£ 


'6 


CHECKED  BY. 


BATE  . 


+3-*t 


z  j  -ttttt 


\  .CHtcx,  j&l&t  co&7n&Ls*$z>  outlet-  co&tXll. 


^^yourcoioreoL ,  CUUO&eT At u*u 

;jr  Ci-oce.  -To  :ZZT"'- 


»  Bo  1*0 . 


tfuJ*  TZ  rr 


:.  q-8&<&£>. 


•  4  — 


-  5.4. 


|  cvn&r  &*yrfioL.  }  Assort.  5V*  qP.  3  c*ocse£&  ull?f* 

_ _ /=UU)  OVL3  SflUMOfQ  •  ' 


ft  PL.  /s  v»^7,Tr  <*»»  oo7 xcr* 


I oA^ctL.  SiX&ftC£,  £L&U,  £S  tfAD-H 

v+  tf  -  -  nDo.il  t::.  w-si 

-  -  -  <?  =  0SC/=S  • 


>£.«  y/o;  ^Ft^r 
Kc.  - — t 


4 


-ntsezj&tS'  use*  *  ~~cs=£  *  v*s  *  ^  /sc^M*G5er:*?*r~ 

mmc*moh  Anz_ }  mi.o  -  ■  :.:nrr’:.' 


I  WWlfHHIHHHHIHHIHIH 

FLOOD  HYDROGRAPH  PACKAGE  (HEM  > 
DAM  SAFETY  VERSION  JULY  1978 
LAST  MODIFICATION  01  APR  80 


IVTWTwTtYTTTTVTTTTTwTTIYTITTTIiTI 


1 

2 

3 


At  LA*CE  QUAKAKE  PAW  DER  NO.  90-13-11 
A2  DAM  SAFTFY  INSPECTION  PROGRAM  3-21-81 
A3  OVERTOPPING  ANALYSIS  f#f  PRELIMINARY 


«# 


4 

B 

144 

0 

20 

0 

0 

0 

0 

0 

0 

0 

5 

B1 

5 

0 

0 

0 

0 

0 

0 

0 

0 

0 

6 

J 

1 

6 

1 

7 

J1 

0.05 

0.10 

0.20 

0.30 

0.50 

1. 00 

8 

K 

0 

1 

0 

0 

0 

0 

1 

0 

0 

0 

9 

K1 

RUNOFF  FROM  DRAINAGE  AREA  ABOVE  LAKE 

I 

A 

1 

10 

M 

1 

1 

17.20 

0 

17.20 

0 

0 

0 

1 

0 

11 

P 

0 

22.4 

105 

118 

128 

137 

12 

T 

0 

0 

0 

0 

0 

0 

1.0 

0.05 

0 

0 

13 

M 

6.60 

0.45 

14 

t 

-1.5 

-0.05 

2 

15 

K 

1 

1 

0 

0 

0 

0 

1 

0 

0 

0 

If 

K1 

ROUTING  XPMF'S  THRU 

I 

i 

_ » 

AND  SPILLWAY 

17 

Y 

0 

0 

0 

i 

1 

0 

0 

0 

0 

0 

18 

Y1 

1 

0 

0 

0 

0 

0 

-1106.2 

-1 

0 

0 

19 

Y41 106.2 

1107.0 

1109.0 

1111.0 

1112.0 

1113.0 

1114.0 

1115.0 

1120.0 

20 

Y5 

0 

100 

640 

1430 

1920 

2900 

5310 

8810 

39990 

21 

IS 

0 

6S 

80 

90 

110 

120 

140 

190 

270 

470 

22 

IE1091.2 

110*. 2 

1107.0 

1108.0 

1109.0 

1110.0 

1111.0 

1112.0 

1115.0 

1120.0 

2? 

111106.2 

24 

101111.0 

25 

K 

99 

PREVIEW  OF  SEQUENCE  OF  STREAM  NETWORK  CALCULATIONS 


RUNOFF  HYDROGRAPH  AT  1 
ROUTE  HYDROGRAPH  TO  1 
END  OF  NETWORK 


MHHIUI 

FLOOD  HYDROGRAPH  PACKAGE  (HEM ) 
DAN  SAFETY  VERSION  JULY  1  978 
LAST  MODIFICATION  01  APR  80 


RUN  DATE#  81/03/21. 
THC#  08.25.31. 
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LAKE  QUAKAKE  DAM  DER  MO.  90-13-11 
DM  SAFTEY  INSPECTION  PROGRAM  3-21-81 
OVERTOPPING  ANALYSIS  «#  PRELIMINARY  «* 


JOB  SPECIFICATION 


NO 

Nffi 

NHIN 

IDAY 

IHR 

ININ 

METRO 

IPLT 

IPRT 

NSTAN 

144 

0 

20 

0 

0 

0 

0 

0 

0 

0 

JOPER 

NUT 

LROPT 

TRACE 

5 

0 

0 

0 

HJLTI-PLAN  AMLYSES  TO  BE  PERFORMED 
WLAN*  1  NRT10*  6  LRTIO=  1 
RTIOS=  .05  .10  .  20  .  30  .  50  1.00 


iHHHHt  m»mm  hihhih  hhhwh  mmuti 

SUB-AREA  RUNOFF  COMPUTATION 


RUNOFF  FROM  DRAINAGE  AREA  ABOVE  LAKE  QUAKAKE  DAM 

ISTAO  ICOMP  IECON  ITAPE  JPLT  JPRT  I  NAME  ISTAGE  I  AUTO 


J 

0  0  0 

0 

0 

1 

0  0 

IHYDG 

1 

IUHG 

1 

TARE  A 
17.20 

HYDROGRAPH  DATA 
SNAP  TRSDA  TRSPC 
0.00  17.20  0.00 

RATIO 

0.000 

I  SNOW 

0 

ISAME 

1 

LOCAL 

0 

SPFE 

m 

PRECIP  DATA 

R6  R12  R24 

R48 

R72 

R96 

0.00  22.40  105.00  118.00  128.00  137.00  0.00  0.00 

TRSPC  COMPUTED  BY  THE  PROGRAM  IS  .818 

LOSS  DATA 

LPOPT  STRKR  OLTKR  RTIOL  ERAIN  STRKS  RTIOK  STRTL  CNSTL  ALSMX  RTIMP 

0  0.00  0.00  1.00  0.00  0.00  1.00  1.00  .05  0.00  0.00 

UNIT  HYDROGRAPH  DATA 
TP=  6.60  CP*  .45  NTA=  0 

RECESSION  DATA 

STRTO*  -1.50  QRCSN*  -.05  RTIOR*  2.00 
APPROXIMATE  CLARK  COEFFICIENTS  FROM  GIVEN  SNYDER  CP  AW  TP  ARE  TC=20.42  AND  R*31.63  INTERVALS 


UNIT  HYDR0GRAPH100  END-OF-PERIOO 

ORDINATES, 

LAG= 

6.61  HOURS. 

CP*  .45 

£ 

II 

•O 

-1* 

8. 

80. 

63. 

102. 

146. 

195. 

247. 

302. 

360. 

481. 

539. 

591. 

638. 

678. 

713. 

740. 

761. 

774. 

747. 

745. 

722. 

700. 

678. 

657. 

636. 

617. 

597. 

561. 

543. 

526. 

510. 

494. 

479. 

464. 

449. 

435. 

409. 

396. 

384. 

372. 

360. 

349. 

338. 

328. 

317. 

298. 

289. 

280. 

271. 

263. 

254. 

246. 

239. 

231. 

217. 

210. 

204. 

198. 

191. 

185. 

180. 

174. 

169. 

158. 

153. 

149. 

144. 

140. 

135. 

131. 

127. 

123. 

115. 

112. 

108. 

105. 

102. 

99. 

95. 

92. 

90. 

84. 

82. 

79. 

77. 

74. 

72. 

70. 

67. 

65. 

'b-zf 


s  33c  28S 


HYDROGRAPH  ROOTING 


ROOTING  XPHF'S  TWU  LAKE  WAKtfE  DAM  AND  SPILLWAY 

ISTAO 

ia*p 

IECON 

ITAPE 

JPLT 

JPRT 

INAME 

ISTAGE 

IAUTO 

1 

1 

0 

0 

0 

0 

1 

0 

0 

ROUTING  DATA 

GLOSS 

aoss 

AVG 

IRES 

I  SAME 

I  OPT 

IPNP 

LSTP 

0.0 

0.000 

0.00 

1 

1 

0 

0 

0 

NSTPS 

NSTOL 

LAG 

AHSKK 

X 

TSK 

STORA 

I SPRAT 

1 

0 

0 

0.000 

0.000 

0.000 

*1106. 

-1 

STAGE  1106.20 

1107.00 

1109.00 

1111.00 

1112.00 

1113.00 

U14.00 

1U5.00 

1120.0' 

FLOW 

0.00 

100.00 

640.00 

1430.00 

1920.00 

2900.00 

5310.00 

8810.00 

39990.  r 

CAPACITY. 

0. 

66. 

80. 

90. 

110. 

120. 

140. 

190. 

270. 

470. 

elfvaticn= 

1091. 

1106. 

1107. 

1108. 

1109. 

1110. 

1111. 

1112. 

1115, 

1120. 

CREl 

SPWID 

COQW 

EXPW 

FLEVL 

COOL 

CAREA 

EIPL 

1106.2 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

0.0 

DAN  DATA 

TCPEL  GOOD  EXPO  DAHUIP 

1111.0  0.0  0.0  0. 


^b-to 
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PEAK  FLOW  AND  STORAGE  (END  OF  PERIOD)  SUMMARY  FOR  MULTIPLE  PLAN-RATIO  ECONOMIC  COMPUTATIONS 
FLOWS  IN  CUBIC  FEET  PER  SECOND  (CUBIC  METERS  PER  SECOND) 

AREA  IN  SQUARE  MILES  (SQUARE  KILOMETERS) 


RATIOS  APPLIED  TO  FLOWS 


OPERATION 

STATION 

AREA 

PLW 

RATIO  1 
.05 

RATIO  2 
.10 

RATIO  3 
.20 

RATIO  4 
.30 

RATIO  5 
.50 

RATIO  6 

1.00 

HYDROGRAPH  AT 

1 

17.20 

1 

736. 

1473. 

2946. 

4418. 

7364. 

14728. 

( 

44.55) 

( 

20.85H 

41 .71 ) ( 

83.41M 

125. 12) ( 

208.53M 

417.06) ( 

ROUTED  TO 

1 

17.20 

! 

734. 

1447. 

2947. 

4417. 

7364. 

14730. 

( 

44.55) 

( 

20.77H 

40.97X 

83.46)( 

125.07) ( 

208.53) ( 

417.10) ( 

I 

SUMMARY  OF  DAM  SAFETY  ANALYSIS 

PLAN  1  . . . . 

INITIAL  VALUE 

SPILLWAY  CREST 

TOP  OF  DAM 

ELEVATION 

1106.20 

1106.20 

1111.00 

STORAGE 

65. 

65 , 

140. 

OUTFLOW 

0. 

0. 

1430. 

RATIO 

MAXIMUM 

MAXIMUM 

MAXIMUM 

MAXIMUM 

DURATION 

TIME  OF 

TIME  OF 

OF 

RESERVOIR 

DEPTH 

STORAGE 

OUTFLOW 

OVER  TOP 

MAX  OUTFLOW 

FAILURE 

PMF 

U.S.ELEV 

OVER  DAM 

AC-FT 

CFS 

HOURS 

HOURS 

HOURS 

.05 

1109.24 

0.00 

112. 

734. 

0.00 

46.33 

0.00 

.10 

1111.03 

.03 

142. 

1447. 

1.67 

46.67 

0.00 

.20 

1113.02 

2.02 

217. 

2947. 

6.00 

46.00 

o.oo 

.30 

1113.63 

2.63 

233. 

4417. 

7.33 

46.00 

0.00 

,50 

1114.59 

3.59 

259. 

7364. 

8.33 

46.00 

0.00 

1.00 

1115.95 

4.95 

308. 

14730. 

10.67 

46.00 

0.00 

FLOOD  HYDROGRAPH  PACKAGE  (HEC-1) 
DAM  SAFETY  VERSION  JULY  1978 
LAST  MODIFICATION  01  APR  80 
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FLOCK)  HYDROGRAPH  PACKAGE  <I€C-1) 
DAM  SAFETY  \£RSION  JULY  1978 
LAST  MODIFICATION  01  APR  80 


WWtWHHHHHHWHWHW 


1 

A1 

LAKE  QUAKAKE  DAH 

DER  NO. 

90-13-11 

2 

A2 

DAM  SAFTFY  INSPECTION 

PROGRAM  3-21-81 

3 

A3 

OVERTOPPING  ANALYSIS 

«* 

PRELIMINARY 

«# 

4 

B 

144 

0 

20 

0 

0 

0 

0 

0 

0 

0 

5 

81 

5 

0 

0 

0 

0 

0 

0 

0 

0 

0 

6 

J 

4 

1 

I 

7 

J1 

0.13 

8 

K 

0 

1 

0 

0 

0 

0 

1 

0 

0 

0 

9 

K1 

RUNOFF  FROM  DRAINAGE  AREA  MOVE  LAKE 

QUAKAKE  DAM 

10 

h 

1 

1 

17.20 

0 

17.20 

0 

0 

0 

1 

0 

11 

p 

0 

22.4 

105 

118 

128 

137 

12 

T 

0 

0 

0 

0 

0 

0 

1.0 

0.05 

0 

0 

13 

U 

6.60 

0.45 

14 

X 

-1.5 

-0.05 

2 

15 

K 

1 

1 

0 

0 

0 

0 

1 

0 

0 

0 

16 

K1 

ROUTING  TPHF'S  THRU  LAKE  QUAKAKE  DAN 

AND  SPILLWAY 

17 

Y 

0 

0 

0 

1 

1 

0 

0 

0 

0 

0 

18 

Y1 

1 

0 

0 

0 

0 

0 

-1106.2 

-1 

0 

0 

19 

Y41106.2 

1107.0 

1109.0 

1111.0 

1112.0 

1113.0 

1114.0 

1115.0 

1120.0 

20 

Y5 

0 

100 

640 

1430 

1920 

2900 

5310 

8810 

39990 

21 

$$ 

0 

6S 

80 

90 

110 

120 

140 

190 

270 

470 

22 

$E1091.2 

1106.2 

1107.0 

1108.0 

1109.0 

1110.0 

1111.0 

1112.0 

1115.0 

1120.0 

23 

$11106.2 

24 

$01111.0 

25 

$6 

100 

0.5 

1096 

0.33 

1106.2 

1200.0 

26 

SB 

100 

0.5 

1096 

0.33 

1106.2 

1111.5 

27 

$8 

100 

0.5 

1096 

1.00 

1106.2 

1111.5 

28 

$B 

100 

0.5 

1096 

2.00 

1106.2 

1111.5 

29 

K 

1 

2 

0 

0 

0 

0 

1 

30 

K1 

ROUTE 

FLOWS  THU  FIRST  DOWNSTREAM  CROSS  SECTION 

31 

Y 

0 

0 

0 

1 

1 

32 

Y1 

1 

0 

33 

Y6 

0.07 

0.05 

0.07 

1094 

1110 

150 

0.01 

34 

Y7 

100 

1110 

156 

1102 

186 

1096 

200 

1094 

250 

1094 

35 

Y7 

264 

1097 

324 

1097 

452 

1110 

36 

K 

1 

3 

0 

0 

0 

0 

1 

37 

K1 

ROUTE  FLOWS  TTOU  FIRST  DOWNSTREAM  DAMAGE  CENTER*** 

38 

Y 

0 

0 

0 

1 

1 

39 

Y1 

1 

0 

40 

Y6 

0.07 

0.05 

0.07 

1093 

1109 

150 

0.007 

41 

Y7 

40 

1109 

220 

1100 

294 

1099 

300 

1093 

350 

1093 

42 

Y7 

360 

1101 

380 

1104 

416 

1109 

43 

K 

1 

4 

0 

0 

0 

0 

l 

44 

K1 

ROUTE  FLOWS  THRU  2M>  DOWNSTREAM  DAMAGE  CENTER****** 

45 

Y 

.  0 

0 

0 

1 

i 

46 

Y1 

1 

47 

Y6 

0.07 

0.05 

0.07 

1092 

1106 

100 

0.01 

48 

Y7 

100 

1106 

250 

1099 

332 

1097 

340 

1092 

390 

1092 

49 

Y7 

392 

1094 

422 

1095 

516 

1106 

50 

K 

99 
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PREVIEW  OF  SEQUENCE  OF  STREAM  NETWORK  CALCULATIONS 


RUNOFF  HYDROGRAPH  AT 

1 

ROUTE  HYDROGRAPH  TO 

I 

ROUTE  HYDROGRAPH  TO 

2 

ROUTE  HYDROGRAPH  TO 

3 

ROUTE  HYDROGRAPH  TO 

4 

END  OF  ICTNORK 

llWHWHHWHHHHHHHHm 

FLOOD  HYDROGRAPH  PACKAGE  ItCC-l) 
DAN  SAFETY  VERSION  JULY  1978 
LAST  MODIFICATION  01  APR  80 

HHIHUHHHHHIIIIIIIIIIIH 


DAM  BREACH  DATA 

BRWID  Z  ELBH  TFAIL  WSEL  FAILEL 
100.  .50  1096.00  .33  1106.20  1200.00 


PEAK  OUTFLOW  IS  1844.  AT  TIIC  47.00  HOURS 


DAM  BREACH  DATA 

BRWID  Z  ELBH  TFAIL  WSEL  FAILEL 
100.  .50  1096.00  .33  1106.20  1111.50 


BFGIN  DAM  FAILURE  AT  45.33  HOLRS 


PEAK  OUTFLOW  IS  10136.  AT  TIME  45.63  HOURS 


DAM  BREACH  DATA 

BRWID  Z  ELBH  TFAIL  WSEL  FAILEL 
100.  .50  1096.00  1.00  1106.20  1111.50 


BEGIN  DAM  FAILURE  AT  45.33  HOURS 

PEWC  OUTFLOW  IS  4914.  AT  TIME  46.04  HOURS 


DM1  BREACH  DATA 

BRWID  Z  ELBH  TFAIL  WSEL  FAILEL 

100.  .50  1096.00  2.00  1106.20  1111.50 


BEGIN  DAM  FAILURE  AT  45.33  HOURS 


PEAK  OUTFLOW  IS  3517.  AT  TIME  46.29  HOURS 


HYDROGRAPH  ROUTING 


ROUTE  FLOWS  THRU  FIRST  DOWNSTREAM  CROSS  SECTION 


1ST AO 

I  COMP 

I  EGON 

ITAPE 

,PLT 

JPRT 

INtfE 

ISTAGE 

2 

1 

0 

0 

0 

0 

1 

0 

ALL  PLANS  HAVE  SAME 

routing  data 

GLOSS 

GLOSS 

AVG 

IRES 

ISAME 

I  OPT 

IPHP 

LSTR 

0.0 

0,000 

0.00 

1 

1 

0 

0 

0 

NSTPS 

NSTDL 

LAG 

ANSKK 

X 

tsk 

STORA 

ISPRAT 

1 

0 

0 

0.000 

0.000 

0.000 

0. 

0 

NCIWAL  DEPTH  CWWEL  ROUTINE' 

QN(1)  0N(21  QN(3) 

ELNVT 

ELMAX 

RLNTH 

SEL 

.0700  .0500  .0700 

1094.0 

1110.0 

150. 

.01000 

CROSS  SECTION  COORDINATES-STA,ELEV>STA,ELEV-€TC 
100.00  1110.00  156.00  1102.00  186.00  1096.00  200.00  1094.00  250.00  1094.00 
264.00  1097.00  324.00  1097,00  452.00  1110.00 


STORAGE 

0.00 

.16 

.35 

.56 

.88 

1.33 

1,81 

2.33 

2.89 

3.48 

4.12 

4.79 

5.50 

6.25 

7.05 

7.88 

8.76 

9.68 

10.64 

11.64 

OUTROU 

0.00 

115.87 

382.97 

803.53 

1413.00 

2316.26 

3466.72 

4853.03 

6472.40 

8325.46 

10408,12 

12728.10 

15298.47 

18125.12 

21214.21 

24572.08 

28205.13 

32119.84 

36322.68 

40820.13 

STAGE 

1094.00 

1094,84 

1095.68 

1096.53 

1097.37 

1098.21 

1099.05 

1099.89 

1100.74 

1101.58 

1102.42 

1103.26 

1104.11 

1104.95 

1105.79 

1106.63 

1107.47 

1108.32 

1109.16 

1110.00 

ROM 

0.00 

115.87 

382.97 

803.53 

1413.00 

2316.26 

3466.72 

4853.03 

6472.40 

8325.46 

10408.12 

12728.10 

15298.47 

18125.12 

21214.21 

24572.08 

28205.13 

32119.84 

36322,68 

40620.13 

V2// 
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HYDROGRAPH  ROUTING 


ROUTE  FLOWS  THRU  FIRST  DOWNSTREAM  DAMAGE  CENTER*** 


rsTAe 

ICOMP 

IECON 

ITAPE 

JPLT 

jm 

I  NAME 

ISTAGE 

3 

1 

0 

0 

0 

0 

1 

0 

ALL  PLANS  HAVE  SA»£ 

ROUTING  DATA 

(LOSS 

CLOSS 

AWG 

IRES 

ISA* 

IOPT 

IPMP 

LSTR 

0.0 

0.000 

0.00 

1 

1 

0 

0 

0 

MSTPS 

NSTDL 

LAG 

AHSWC 

X 

TSK 

STORA 

ISPRAT 

1 

0 

0 

0.000 

0.000 

0.000 

0. 

0 

NORMAL  DEPTH  CHANNEL  ROUTING 

QN(1)  QN(2)  QM<3) 

ELNVT 

ELMAX 

RLNTH 

sel 

.0700  .0500  .0700 

1093.0 

1109.0 

150. 

.00700 

CROSS  SECTION  COORDINATES— 5TA»ELEV,STA»ELEV— ETC 

40.00  1109.00  220.00  1100.00  294.00  1099.00  300.00  1093.00  350.00  1093.00 
360.00  1101.00  380.00  1104.00  416.00  1109.00 


STORAGE 

0.00 

.15 

•30 

.46 

.62 

.79 

.97 

1.15 

1.40 

1.81 

2.28 

2.80 

3.40 

4.06 

4.78 

5.57 

6.43 

7.36 

8.35 

9.40 

OUTFLOW 

0.00 

93.45 

296,47 

582.79 

942.15 

1368.69 

1858.66 

2409.54 

3064.62 

3892.68 

4927.35 

6172.52 

7615.16 

9267.49 

11141.06 

13249.42 

15604.81 

18219.12 

21103.95 

24270.67 

STAGE 

1093.00 

1093.8* 

1094.68 

1095.53 

1096.37 

1097.21 

1098.05 

1098.89 

1099.74 

1100.58 

1101.42 

1102.26 

1103.11 

1103.95 

1104.79 

1105.63 

1106.47 

1107.32 

1108.16 

1109.00 

ROM 

0.00 

93.45 

296.47 

582.79 

942.15 

1368.69 

1858.66 

2409.54 

3064.62 

3892.68 

4927.35 

6rr'  *52 

7615.16 

9267.49 

11141.06 

13249.42 

15604.81 

18219.12 

21103.95 

24270.67 

'b-  2.5 
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ROUTE  FLOWS  TWO  2W  DOWNSTREAM  DAMAGE  CENTER****** 


ISTAQ 

ICOMP 

IECON 

ITAPE 

JPIT 

JPRT 

INAW 

ISTAGE 

4 

1 

0 

0 

0 

0 

1 

0 

ALL  PLANS  HAVE  SAW 

ROUTING  DATA 

moss 

CLQSS 

tm 

IRES 

ISAW 

IOPT 

IP1*> 

LSTR 

0.0 

0.000 

0.00 

1 

1 

0 

0 

0 

NSTPS 

NSTEL 

LAG 

AMSKK 

X 

TSK 

STOW 

ISPWT 

1 

0 

0 

0.000 

0.000 

0.000 

0. 

0 

iPTW  CHANNEL  ROUTING 


9N(1)  0N(2)  QN(3)  EUWT  ELMAX  RLKTH  SEL 

.0700  .0500  .0700  1092.0  1106.0  100.  .01000 


CROSS  SECTION  COORDINATES— STA.ELEV.STA.ELEV-ETC 
100.00  1106.00  250.00  1099.00  332.00  1097.00  340.00  1092.00  390.00  1092.00 
392.00  1094.00  422.00  1095.00  516.00  1106.00 


wmwzm 

L  jlf.S 

lUt/Mnmi 

^ 71 

■TTmJI] 

.18 

.27 

2.56 

3.02 

284.57 

562.30 

8979.12 

10885.42 

1093.47 

1094.21 

1100.84 

1101.58 

284.57 

562.30 

8979.12 

10885.42 

.39 

.55 

3.52 

933.76 

1420.34 

13029.55 

15421.53 

1094.95 

1095.68 

1102.32 

wm 

933.76 

1420.34 

13029.55 

15421.53 

.71  .89 

4.63  5.24 

2013.38  2717.88 

18071.38  20989.04 

1096.42  1097.16 

1103.79  1104.53 

2013.38  2717.88 

18071.38  20989.04 


1.12  1.40 

5.88  6.57 

3575.91  4603.56 

24184.34  27666.97 

1097.89  1098.63 

1105.26  1106.00 

3575.91  4603.56 

24184.34  27666.97 


PEAK  FLOW  AND  STORAGE  (END  OF  PERIOD)  SUMMARY  FOR  MULTIPLE  PLAH-RATIO  ECONOMIC  COMPUTATIONS 
FIOUS  IN  CUBIC  FEET  PER  SECOND  (CUBIC  (ETERS  PER  SECOND) 

AREA  IN  SQUARE  MILES  (SQUARE  KILOETERS) 


RATIOS  APPLIED  TO  FLOWS 

OPERATION  STATION  AREA  PLAN  RATIO  1 

.13 


HYDROGRAPH  AT  1  17.20  1  1915. 

(  44.55)  (  54.22)1 

2  1915. 

(  54.22) ( 

3  1915. 

(  54.22M 

4  1915. 

(  54.22) ( 


ROUTED  TO  1  17.20  1  1844. 

(  44.55)  (  52.21 )( 

2  9026. 

(  255.58) ( 

3  4794. 

(  135.76)1 

4  3369. 

(  95.40) ( 


ROUTED  TO  2  17.20  1  1843. 

(  44.55)  (  52.18K 

2  8836. 

(  250.20)1 

3  4787. 

(  135.55) ( 

4  3372. 

(  95.49) < 


ROUTED  TO  3  17.20  1  1843. 

(  44.55)  (  52.18X 

2  8626. 

(  244.27X 

3  4759. 

(  134. 75X 

4  3372. 

(  95.49X 


ROUTED  TO  4.  17.20  1  1843. 

(  44.55)  (  S2.18X 

2  8496. 

(  240.57X 

3  4745. 

(  134.38) ( 

4  3374. 

(  95.53) ( 


StttWRY  OF  DAM  SAFETY  ANALYSIS 


PLAN  1 


INITIAL  VALUE 
ELEVATION  1106.20 

STORAGE  6S- 

OUTFLOW  0. 


SPILLWAY  CREST  TOP  OF  OAM 
1106.20  1111.00 

&s.  190. 

0.  1930. 


RATIO  MAXIMUM 

OF  RESERVOIR 

m  W.S.ELEV 

.13  nn.w 


MAXIMUM  MAXIMA 

DEPTH  STORAGE 

OVER  DAM  AC-fT 

.84  182. 


MAXIMUM 

DURATION 

OUTFLOW 

OVER  TOP 

CFS 

HOURS 

1844. 

4.67 

TIME  OF  TIfC  OF 

MAX  OUTFLOW  FAILURE 

HOURS  HOURS 

47.00  0.00 


PLAN  . . 

ELEVATION 

STORAGE 

OUTFLOW 


RATIO  MAXIMA 

OF  RESERVOIR 

P»f  W.S.ELEV 

.13  1111.59 


INITIAL  VALUE 

SPILLWAY  CRT 

1106.20 

1106.20 

<£. 

&s. 

0. 

0. 

maximum  maximum 

MAXIMUM 

OEPTH  STORAGE 

OUTROU 

OVER  OAM  AC-FT 

CFS 

.59  169. 

10136. 

TOP  OF  OAM 
1111.00 


140. 

1430. 

DURATION 

OVERTOP 

HOURS 

TIME  OF 

MAX  OUTFLOW 
HOURS 

TIME  OF 
FAILURE 
HOURS 

2.21 

45.63 

45.33 

PLAN  3 


INITIAL  VALUE 
ELEVATION  1106.20 

STORAGE 

OUTFLOW  0. 


SPILLWAY  CREST  TOP  OF  OAM 
1106.20  1111.00 

*.  190. 

0.  1930. 


PLAN  4 


RATIO 

OF 

ptr 

MAXIMUM 

RESERVOIR 

W.S.ELEV 

MAXIMUM 
OEPTH 
OVER  DAM 

MAXIMUM 

STORAGE 

AC-fT 

.13 

1111.60 

.60 

170. 

INITIAL  VALUE 

ELEVATION 

STORAGE 

OUTFLOW 

1106.20 

65. 

0. 

RATIO 

OF 

PIT 

MAXIMUM 

RESERVOIR 

W.S.ELEV 

MAXIMUM 
OEPTH 
OVER  DAM 

MAXIMUM 

STORAGE 

AC-fT 

171. 


MAXIMUM 

OUTFLOW 

CFS 

DURATION 
OVER  TOP 
HOURS 

roe  of 

MAX  OUTROU 
HOURS 

roe  of 

FAILURE 

HOURS 

4914. 

2.47 

46.04 

45.33 

SPILLWAY  CREST  TOP  OF  OAM 

1106.20  1111.00 

65.  190. 

0.  1930. 

MAXIMUM 

OUTROU 

CFS 

DURATION 
OVER  TOP 
HOURS 

roe  OF 

HAX  OUTROU 
HOURS 

TIK  OF 
FAILURE 
HOURS 

*17. 

2.79 

46.29 

45.33 

7>2 -3 


C*\ 

q(& 


.13 


1111.63 


.63 


3517. 


2.79 


PUW  1 

STATION 

2 

PLAN  3 

STATION 

3 

RATIO 

MAXIMUM 

FLOMiCFS 

MAXIMUM 

STAGE.FT 

Tire 

HOURS 

RATIO 

MAXIMUM 

FLOM.CFS 

MAXIMUM 

STAGE.R 

TIME 

HOURS 

.13 

1843. 

1097.8 

47.00 

.13 

4759. 

1101.3 

46.00 

PLAN  2 

STATION 

2 

PLAN  4 

STATION 

3 

RATIO 

MAXIMUM 

FLOM.CFS 

MAXIMUM 

STAGE.R 

TIME 

HOURS 

RATIO 

MAXIMUM 

FLOM.CFS 

MAXIMUM 

STAGE.R 

TI1E 

HOURS 

.13 

8836. 

1101.8 

43.67 

.13 

3372. 

1100.0 

46.33 

PLAN  3 

STATION 

2 

PLAN  1 

STATION 

4 

RATIO 

MAXIMUM 

ROU^CFS 

MAXIMUM 

STAGE.FT 

TI1C 

HOURS 

RATIO 

MAXIMUM 

FLOM.CFS 

MAXIMUM 

STAGE.R 

TIME 

HOURS 

.13 

4787. 

1099.9 

46.00 

.13 

1843. 

1096.2 

47.00 

PLAN  4 

STATION 

2 

PLAN  2 

STATION 

4 

RATIO 

MAXIMUM 

FLOM.CFS 

MAXIMUM 

STAGE.FT 

TIME 

HOURS 

RATIO 

MAXIMUM 

FLOM.CFS 

MAXIMUM 

STAGE.R 

Tire 

HOURS 

.13 

3372. 

1099.0 

46.33 

.13 

8496. 

1100.6 

45.67 

PLAN  1 

STATION 

3 

PLAN  3 

STATION 

4 

RATIO 

MAXIMUM 

FLOM.CFS 

MAXIMUM 

STAGE.FT 

Tire 

HOURS 

RATIO 

MAXIMUM 

FLOM.CFS 

MAXIMUM 

STAGE.R 

TINE 

HOURS 

.13 

1843. 

1098.0 

47.00 

.13 

4745. 

1098.7 

46.00 

PLAN  2 

STATION 

3 

PLAN  4 

STATION 

4 

RATIO 

MAXIMUM 

FLOM.CFS 

MAXIMUM 

STAGE.FT 

TIME 

HOURS 

RATIO 

MAXIMUM 

FLOM.CFS 

MAXIMUM 

STAGE.R 

TIME 

HOURS 

.13 

8626. 

1103.6 

43.67 

.13 

3374. 

1097.7 

46.33 
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QUAKAKE  DAM 


GENERAL  GEOLOGY 


The  bedrock  at  Quakake  Dam  is  of  the  Mauch  Chunk  Formation.  This  formation 
consists  of  grayish  -  red  shale,  siltstone,  sandstone,  and  some 
conglomerate.  There  should  be  some  alluvium  in  the  valley  bottom,  but  this 
material  should  be  relatively  thin,  probably  less  than  lm  thick.  Bedrock  is 
exposed  along  the  left  upstream  slope  of  the  lake.  This  bedrock  is  a 
sandstone  with  beds  varying  from  4  inches  to  1  foot  thick  with  conglomerate  at 
the  base  of  some  beds. 


Legend 

(Bedrock) 

IP  POTTSVILLE  GROUP  -  Gray  conglomerate,  fine-  to  coarse-  grained 

sandstone,  and  siltstone  and  shale  containing  minable  anthracite 
coals.  Includes  three  formations.  In  descending  order:  Sharp 
Mountain — conglomerate  and  conglomerate  sandstones;  Schuylkill — 
sandstone  and  conglomerate  sandstone;  Tumbling  Run — conglomeratic 
sandstone  and  sandstone. 

Mmc  MAUCH  CHUNK  FORMATION  -  Grayish-red  shale,  siltstone,  sandstone,  and 
some  conglomerate;  some  local  nonred  zones.  Includes  Loyalhanna 
Member — crossbedded,  sandy  limestone  at  base  of  south-central  and 
southwestern  Pennsylvania;  also  includes  Greenbrier  Limestone  Member 


F-l 


and  Wymps  Gap  and  Deer  Valley  Limestones,  which  are  tongues  of  the 
Greenbrier.  Along  Allegheny  Front  from  Blair  County  to  Sullivan 
County,  Loyalhanna  Member  is  greenish-gray,  calcareous,  crossbedded 
sandstone. 

POCONQ  FORMATION  -  Light-gray  to  buff  or  light-olive-gray,  medium¬ 
grained,  crossbedded  sandstone  and  minor  siltstone,  commonly 
conglomeratic  at  base  and  in  middle;  medial  conglomerate,  where 
present,  is  used  to  divide  into  Mount  Carbon  and  Beckville  Members; 
equivalent  to  Burgoon  Sandstone  of  Allegheny  Plateau. 
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